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Introduction 

Status 
REFERENCE DIRECTORY: D.01B 
 
Note: 
 
This is the official specification of the global EANCOM standard. 
 
Under the tab "Anwendungsempfehlung" you will find the German recommendation for the 
application of the service segments. 
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Branching Diagram 

 

  Tag Tag = Segment/Group Tag 

  St  MaxOcc St = Status (M=Mandatory, C=Conditional, R=Required, O=Optional, A=Advised, D=Dependent) 

  No MaxOcc = Maximum occurrence of the segment/group; No = Consecutive segment number 

© Copyright GS1 Germany GmbH 3  GS1_DE 

 

UNA 

C 1 

1 
 

UNB 

M 1 

2 
 

UNG 

C 1 

3 
 

UNH 

M 1 

4 
 

UNT 

M 1 

5 
 

UNE 

C 1 

6 
 

UNZ 

M 1 

7 
 



SERVICE SEGMENTS S3 

Message Structure 

 

Max. Occ. = Maximum occurrence of the segment/group, Status: M=Mandatory, C=Conditional, 
R=Required, O=Optional, A=Advised, D=Dependent 
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Seg. No. Status Max Occ Segment 
 

 

UNA 1 C 1 Service string advice 

 

UNB 2 M 1 Interchange header 

 

UNG 3 C 1 Functional group header 

 

UNH 4 M 1 Message header 

 

UNT 5 M 1 Message trailer 

 

UNE 6 C 1 Functional group trailer 

 

UNZ 7 M 1 Interchange trailer 
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Segment Layout 

 

Max. Occ. = Maximum Occurrence, St = Status, * = Restricted Codes 
Status: M=Mandatory, R=Required, O=Optional, C=Conditional, D=Dependent, A=Advised, N=Not used 
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 No. Seg St Max. Occ.  

1 UNA C 1 Service string advice 

 To define the characters selected for use as delimiters and indicators in the rest of the 
interchange that follows. 

Business Term  DE EDIFACT  Format  St  * Description 

 
UNA1 Component data 

element separator 

an1  M  * Used as a separator between 
component data elements 
contained within a composite 
data element (default value: 
":") 

 
UNA2 Data element 

separator 

an1  M  * Used to separate two simple 
or composite data elements 
(default value: "+" ) 

 
UNA3 Decimal notation an1  M  * Used to indicate the character 

used for decimal notation 
(default value:".") 

 
UNA4 Release indicator an1  M  * Used to restore any service 

character to its original 
specification (value: "?"). 

 
UNA5 Reserved for future use an1  M  * (default value: space ) 

 
UNA6 Segment terminator an1  M  * Used to indicate the end of 

segment data (default value: " 
' ") 

The service string advice shall begin with the upper case characters UNA immediately followed by 
six characters in the order shown below. The same character shall not be used in more than one 
position of the UNA. 
This segment is used to inform the receiver of the interchange that a set of service string 
characters which are different to the default characters are being used.  
When using the default set of service characters, the UNA segment need not be sent. If it is sent, it 
must immediately precede the UNB segment and contain the four service string characters 
(positions UNA1, UNA2, UNA4 and UNA6) selected by the interchange sender.  
Regardless of whether or not all of the service string characters are being changed every data 
element within this segment must be filled, (i.e., if some default values are being used with user 
defined ones, both the default and user defined values must be specified). 
When expressing the service string characters in the UNA segment, it is not necessary to include 
any element separators. 
The use of the UNA segment is required when using a character set other than level A.  

Example: UNA:+.? ' 
Example: UNA:+.? ' 
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Segment Layout 

 

Max. Occ. = Maximum Occurrence, St = Status, * = Restricted Codes 
Status: M=Mandatory, R=Required, O=Optional, C=Conditional, D=Dependent, A=Advised, N=Not used 
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 No. Seg St Max. Occ.  

2 UNB M 1 Interchange header 

 To start, identify and specify an interchange. 

Business Term  DE EDIFACT  Format  St  * Description 

 
S001 Syntax identifier  

 M 
 

See Part I chapter 5.2.7 and 
segment notes. 

 
 0001 Syntax identifier a4  M  *  UNOA UN/ECE level A 

 UNOB UN/ECE level B 
 UNOC UN/ECE level C 
 UNOD UN/ECE level D 
 UNOE UN/ECE level E 
 UNOF UN/ECE level F 

 
 0002 Syntax version number n1  M  *  3 Version 3 

 
S002 Interchange sender  

 M 
  

 
 0004 Sender identification an..35  M 

 
GLN (n13) 

 
 0007 Partner identification 

code qualifier 

an..4  R  *  14 GS1 

 
 0008 Address for reverse 

routing 

an..14  O 
  

 
S003 Interchange recipient  

 M 
  

 
 0010 Recipient identification an..35  M 

 
GLN (n13) 

 
 0007 Partner identification 

code qualifier 

an..4  R  *  14 GS1 

 
 0014 Routing address an..14  O 

  

 
S004 Date/time of 

preparation 

 
 M 

  

 
 0017 Date of preparation n6  M 

 
YYMMDD 

 
 0019 Time of preparation n4  M 

 
HHMM 

 
0020 Interchange control 

reference 

an..14  M 
 

Unique reference identifying 
the interchange. Created by 
the interchange sender. 

 
S005 Recipient's reference, 

password 

 
 C 

  

 
 0022 Recipient's reference/ 

password 

an..14  M 
  

 
 0025 Recipient's reference/ 

password qualifier 

an2  O 
  

 
0026 Application reference an..14  O 

 
Message identification if the 
interchange contains only one 
type of message. 

 
0029 Processing priority 

code 

a1  O 
 

 A Highest priority 

 
0031 Acknowledgement 

request 

n1  O 
 

 1 Requested 

 
0032 Communications 

agreement ID 

an..35  O  * EANCOM...... 

 
0035 Test indicator n1  O 

 
 1 Interchange is a 

test 
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Segment Layout 

 

Max. Occ. = Maximum Occurrence, St = Status, * = Restricted Codes 
Status: M=Mandatory, R=Required, O=Optional, C=Conditional, D=Dependent, A=Advised, N=Not used 
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This segment is used to envelope the interchange, as well as to identify both, the party to whom 
the interchange is sent and the party who has sent the interchange. The principle of the UNB 
segment is the same as a physical envelope which covers one or more letters or documents, and 
which details, both the address where delivery is to take place and the address from where the 
envelope has come. 
S001: The character encoding specified in basic code table of ISO/IEC 646 (7-bit coded character 
set for information interchange) shall be used for the interchange service string advice (if used) 
and up to and including the composite data element S001 'Syntax identifier' in the interchange 
header. The character repertoire used for the characters in an interchange shall be identified from 
the code value of data element 0001 in S001 'Syntax identifier' in the interchange header. The 
character repertoire identified does not apply to objects and/or encrypted data.  
The default encoding technique for a particular repertoire shall be the encoding technique defined 
by its associated character set specification. 
DE 0001: The recommended (default) character set for use in EANCOM® for international 
exchanges is character set A (UNOA). Should users wish to use character sets other than A, an 
agreement on which set to use should be reached on a bilateral basis before communications 
begin. 
DE 0004, 0008, 0010, 0014, 0042 and 0046: Within EANCOM® the use of the Global Location 
Number (GLN) is recommended for the identification of the interchange sender and recipient.  
DE 0008: Identification (e.g. a division) specified by the sender of the interchange, to be included 
if agreed, by the recipient in response interchanges, to facilitate internal routing. 
DE 0042: Sub-level of sender internal identification, when further sub-level identification is 
required. 
DE 0014: The address for routing, provided beforehand by the interchange recipient, is used by the 
interchange sender to inform the recipient of the internal address, within the latter's systems, to 
which the interchange should be routed. It is recommended that the GLN be used for this purpose.  
DE 0007: Identification (e.g. a division) specified by the recipient of the interchange, to be 
included if agreed, by the sender in response interchanges, to facilitate internal routing. 
DE 0046: Sub-level of recipient internal identification, when further sub-level identification is 
required. 
DE S004: The date and time specified in this composite should be the date and time at which the 
interchange sender prepared the interchange. This date and time may not necessarily be the same 
as the date and time of contained messages.  
DE 0020: The interchange control reference number is generated by the interchange sender and is 
used to identify uniquely each interchange. Should the interchange sender wish to re-use 
interchange control reference numbers, it is recommended that each number be preserved for at 
least a period of three months before being re-used. In order to guarantee uniqueness, the 
interchange control reference number should always be linked to the interchange sender's 
identification (DE 0004).  
DE S005: The use of passwords must first be agreed bilaterally by the parties exchanging the 
interchange.  
DE 0026: This data element is used to identify the application, on the interchange recipient's 
system, to which the interchange is directed. This data element may only be used if the 
interchange contains only one type of message, (e.g. only invoices). The reference used in this 
data element is assigned by the interchange sender.  
DE 0031: This data element is used to indicate whether an acknowledgement to the interchange is 
required. The EANCOM® APERAK or CONTRL message should be used to provide acknowledgement 
of interchange receipt. In addition, the EANCOM® CONTRL message may be used to indicate when 
an interchange has been rejected due to syntax errors.  
DE 0032: This data element is used to identify any underlying agreements which control the 
exchange of data. Within EANCOM® , the identity of such agreements must start with the letters 
'EANCOM', the remaining characters within the data element being filled according to bilateral 
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Segment Layout 

 

Max. Occ. = Maximum Occurrence, St = Status, * = Restricted Codes 
Status: M=Mandatory, R=Required, O=Optional, C=Conditional, D=Dependent, A=Advised, N=Not used 
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agreements.  

Example: UNB+UNOA:3+4012345000009:14+4000004000002:14:4000004000099+021013:1043+12345555+RE 
F:AA++A+1+EANCOM-DISI+1' 

Example: UNB+UNOA:3+5412345678908:14+8798765432106:14+020102:1000+12345555+++++EANCOMREF 
52' 
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Segment Layout 

 

Max. Occ. = Maximum Occurrence, St = Status, * = Restricted Codes 
Status: M=Mandatory, R=Required, O=Optional, C=Conditional, D=Dependent, A=Advised, N=Not used 
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 No. Seg St Max. Occ.  

3 UNG C 1 Functional group header 

 To head, identify and specify a functional group. 

Business Term  DE EDIFACT  Format  St  * Description 

 
0038 Functional group 

identification 

an..6  M 
 

Identification of a message 
contained in the functional 
group, e.g. INVOIC.  

 
S006 Application sender's 

identification 

 
 M 

  

 
 0040 Sender identification an..35  M 

 
GLN (n13) 

 
 0007 Partner identification 

code qualifier 

an..4  R  *  14 GS1 

 
S007 Application recipient's 

identification 

 
 M 

  

 
 0044 Recipient's 

identification 

an..35  M 
 

GLN (n13) 

 
 0007 Partner identification 

code qualifier 

an..4  R  *  14 GS1 

 
S004 Date/time of 

preparation 

 
 M 

  

 
 0017 Date of preparation n6  M 

 
YYMMDD 

 
 0019 Time of preparation n4  M 

 
HHMM 

 
0048 Functional group 

reference number 

an..14  M 
 

Unique reference identifying 
the functional group. Created 
by the interchange sender. 

 
0051 Controlling agency an..2  M  *  UN UN/CEFACT 

 
S008 Message version  

 M 
  

 
 0052 Message version 

number 

an..3  M  *  D Draft version/ 
UN/EDIFACT 
Directory 

 
 0054 Message release 

number 

an..3  M  *  01B Release 2001 - B 
The value of this data element 
depends on the message type. 

 
 0057 Association assigned 

code 

an..6  R 
 

The value of this data element 
depends on the message type. 

 
0058 Application password an..14  D 

 
The use of this data element 
depends on agreements 
between the trading partners. 

Within EANCOM® the use of the UNG..UNE segments should not be used for grouping of multiple 
message types in the same interchange as this is not considered good practice. However, they can 
be used by organisations to create their own identifiable application level envelopes, which can be 
addressed from the originating department to a department in the recipient's system, e.g. to group 
multiple issuers in one transmission file with invoices. 

Example: UNG+INVOIC+4012385946284:14+4356891275349:14+021013:1040+471123+UN+D:01B:EAN010+PA 
SSWORT' 

Example: UNG+INVOIC+5412345678908:14+8798765432106:14+020102:1000+471123+UN+D:01B:EAN010' 
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Segment Layout 

 

Max. Occ. = Maximum Occurrence, St = Status, * = Restricted Codes 
Status: M=Mandatory, R=Required, O=Optional, C=Conditional, D=Dependent, A=Advised, N=Not used 
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 No. Seg St Max. Occ.  

4 UNH M 1 Message header 

 To head, identify and specify a message. 

Business Term  DE EDIFACT  Format  St  * Description 

 
0062 Message reference 

number 

an..14  M 
  

 
S009 Message identifier  

 M 
  

 
 0065 Message type an..6  M 

  

 
 0052 Message version 

number 

an..3  M 
  

 
 0054 Message release 

number 

an..3  M 
  

 
 0051 Controlling agency an..2  M 

  

 
 0057 Association assigned 

code 

an..6  C 
  

Example: UNH+ME0001+INVOIC:D:01B:UN:EAN010' 
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Segment Layout 

 

Max. Occ. = Maximum Occurrence, St = Status, * = Restricted Codes 
Status: M=Mandatory, R=Required, O=Optional, C=Conditional, D=Dependent, A=Advised, N=Not used 
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 No. Seg St Max. Occ.  

5 UNT M 1 Message trailer 

 To end and check the completeness of a message. 

Business Term  DE EDIFACT  Format  St  * Description 

 
0074 Number of segments in 

the message 

n..6  M 
  

 
0062 Message reference 

number 

an..14  M 
  

Example: UNT+2+ME0001' 
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Segment Layout 

 

Max. Occ. = Maximum Occurrence, St = Status, * = Restricted Codes 
Status: M=Mandatory, R=Required, O=Optional, C=Conditional, D=Dependent, A=Advised, N=Not used 
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 No. Seg St Max. Occ.  

6 UNE C 1 Functional group trailer 

 To end and check the completeness of a functional group. 

Business Term  DE EDIFACT  Format  St  * Description 

 
0060 Number of messages n..6  M 

 
Number of messages in the 
group. 

 
0048 Functional group 

reference number 

an..14  M 
 

Identical to DE 0048 in UNG 
segment. 

Within EANCOM® the use of the UNG..UNE segments should not be used for grouping of multiple 
message types in the same interchange as this is not considered good practice. However, they can 
be used by organisations to create their own identifiable application level envelopes, which can be 
addressed from the originating department to a department in the recipient's system, e.g. to group 
multiple issuers in one transmission file with invoices. 

Example: UNE+1+471123' 
Example: UNE+25+471123' 
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Segment Layout 

 

Max. Occ. = Maximum Occurrence, St = Status, * = Restricted Codes 
Status: M=Mandatory, R=Required, O=Optional, C=Conditional, D=Dependent, A=Advised, N=Not used 
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 No. Seg St Max. Occ.  

7 UNZ M 1 Interchange trailer 

 To end and check the completeness of an interchange. 

Business Term  DE EDIFACT  Format  St  * Description 

 
0036 Interchange control 

count 

n..6  M 
 

Number of messages or 
functional groups within an 
interchange. 

 
0020 Interchange control 

reference 

an..14  M 
 

Identical to DE 0020 in UNB 
segment. 

This segment is used to provide the trailer of an interchange.  
DE 0036: If functional groups are used, this is the number of functional groups within the 
interchange. If functional groups are not used, this is the number of messages within the 
interchange. 

Example: UNZ+1+12345555' 
Example: UNZ+5+12345555' 
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Used Codes 
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 0001 Syntax identifier 

Coded identification of the agency controlling a syntax and syntax level used in 
an interchange. 
 
Notes: 
1. a3, upper case, Controlling Agency (e.g. UNO=UN/ECE) and a1 stating level 
(e.g. A) (which together give UNOA). 

UNOA UN/ECE level A 

As defined in the basic code table of ISO 646 with the exceptions of lower case 
letters, alternative graphic character allocations and national or application- 
oriented graphic character allocations. 

UNOB UN/ECE level B 

As defined in the basic code table of ISO 646 with the exceptions of alternative 
graphic character allocations and national or application-oriented graphic 
character allocations. 

UNOC UN/ECE level C 

As defined in ISO 8859-1 : Information processing - Part 1: Latin alphabet No. 
1. 

UNOD UN/ECE level D 

As defined in ISO 8859-2 : Information processing - Part 2: Latin alphabet No. 
2. 

UNOE UN/ECE level E 

As defined in ISO 8859-5 : Information processing - Part 5: Latin/Cyrillic 
alphabet. 

UNOF UN/ECE level F 

As defined in ISO 8859-7 : Information processing - Part 7: Latin/Greek 
alphabet. 

  

 0002 Syntax version number 

Version number of the syntax identified in the syntax identifier (0001) 
 
Notes: 
1. Increments 1 for each version. 

3 Version 3 

ISO 9735 Amendment 1:1992. 

GS1 Description: 
Syntax version number 3. This code can be used with all of the character sets 
(A, B, C, D, E and F). 
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 0007 Partner identification code qualifier 

Qualifier referring to the source of codes for the identifiers of interchanging 
partners. 
 
Notes: 
1. Used with sender/recipient identification code. 

14 GS1 

Partner identification code assigned by GS1, an international organization of 
GS1 Member Organizations that manages the GS1 System. 

  

 0025 Recipient's reference/password qualifier 

Qualifier for the recipient's reference or password. 
 
Notes: 
1. If specified in IA. 

AA Reference 

Recipient's reference/password is a reference. 

BB Password 

Recipient's reference/password is a password. 

  

 0029 Processing priority code 

Code determined by the sender requesting processing priority for the 
interchange. 
 
Notes: 
1. Used if specified in IA. 

A Highest priority 

Requested processing priority is the highest. 

  

 0031 Acknowledgement request 

Code determined by the sender for acknowledgement of the interchange. 
 
Notes: 
1. Set = 1 if sender requests acknowledgement, i.e. UNB and UNZ segments 
received and identified. 

1 Requested 

Acknowledgement is requested. 

  

 0035 Test indicator 

Indication that the interchange is a test. 
 
Notes: 
1. Set = 1 if the interchange is a test. Otherwise not used. 
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1 Interchange is a test 

Indicates that the interchange is a test. 

5 Interchange is a service provider test 

Indicates that this interchange is a test with a service provider. 

  

 0051 Controlling agency 

Code to identify the agency controlling the specification, maintenance and 
publication of the message type. 

EN GS1 

Partner identification code assigned by GS1, an international organization of 
GS1 Member Organizations that manages the GS1 System. 

UN UN/CEFACT 

United Nations Centre for Trade Facilitation and Electronic Business (UN/ 
CEFACT). 

GS1 Description: 
UN Economic Commission for Europe (UN/ECE), Committee on the 
development of trade (TRADE), Working Party on facilitation of international 
trade procedures (WP.4). 

  

 0052 Message version number 

Version number of a message type. 
 
Notes: 
1. If UNG/UNE is used, shall be identical in UNG and UNE. 
The representation of 0052 was specified as n..3 in version 1 of ISO 9735. 

4 Service message, version 4 

Service messages approved and issued as a part of ISO 9735/Version 4, for 
use with that version of the syntax. 
 
Notes: 
For earlier versions of the UN/EDIFACT CONTRL message, each published by 
the UN as a stand-alone message, the version number to be used is specified 
in the message documentation. 

D Draft version/UN/EDIFACT Directory 

Message approved and issued as a draft message (Valid for directories 
published after March 1993 and prior to March 1997). Message approved as a 
standard message (Valid for directories published after March 1997). 

  

 0054 Message release number 

Release number within the current message type version number (0052). 
 
Notes: 
1. The representation of 0054 was specified as n..3 in version 1 of ISO 9735. 
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1 First release 

Message approved and issued in the first release of the year of the UNTDID 
(United Nations Trade Data Interchange Directory). 

3 Third release, CONTRL message 

Third release of the service message type CONTRL. Approved and issued as 
document TRADE/WP.4/R.1186/Rev.1 (including Corr.1) for use with version 2 
and 3 of the syntax. 
 
Notes: 
This code shall only be used with the CONTRL message. 

01B Release 2001 - B 

Message approved and issued in the second 2001 release of the UNTDID 
(United Nations Trade Data Interchange Directory). 

  

 0057 Association assigned code 

A code assigned by the association responsible for the design and maintenance 
of the message type concerned, which further identifies the message. 

EAN001 GS1 version control number (GS1 Permanent Code) 

EAN002 GS1 version control number (GS1 Permanent Code) 

EAN003 GS1 version control number (GS1 Permanent Code) 

EAN004 GS1 version control number (GS1 Permanent Code) 

EAN005 GS1 version control number (GS1 Permanent Code) 

EAN006 GS1 version control number (GS1 Permanent Code) 

EAN007 GS1 version control number (GS1 Permanent Code) 

EAN008 GS1 version control number (GS1 Permanent Code) 

EAN009 GS1 version control number (GS1 Permanent Code) 

EAN010 GS1 version control number (GS1 Permanent Code) 

EAN011 GS1 version control number (GS1 Permanent Code) 

GDSN23 GDSN version 2.3 (GS1 Permanent Code) 

Indicates that the message is a Global Data Synchronization Network version 
2.3 message 

  

 0065 Message type 

Code identifying a type of message and assigned by its controlling agency. 
 
Notes: 
1. Type of message being transmitted. 
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APERAK Application error and acknowledgement message 

A code to identify the application error and acknowledgement message. 

GS1 Description: 
The function of this message is: a) to inform a message issuer that his 
message has been received by the addressee's application and has been 
rejected due to errors encountered during its processing in the application. b) 
to acknowledge to a message issuer the receipt of his message by the 
addressee's application. 

AUTACK Secure authentication and acknowledgement message 

A code to identify the secure authentication and acknowledgement message. 

BANSTA Banking status message 

A code to identify the banking status message. 

GS1 Description: 
Message sent by the receiver of a previously sent-message to report on the 
status of processing of this original message. It indicates, at the application 
level, the acceptance or rejection of the message or the ability for the receiver 
of the message to execute or not the instructions received. 

CNTCND Contractual conditions message 

A code to identify the contractual conditions message. 

GS1 Description: 
Message sent by a buyer to its supplier or by the supplier to the buyer, 
providing the contractual conditions of a previously negotiated contract in 
order to enable the automatic validation of orders and in the verification of 
invoices prior to payment. 

COACSU Commercial account summary message 

A code to identify the commercial account summary message. 

GS1 Description: 
A commercial account summary message enables the transmission of 
commercial data concerning payments made and outstanding items on an 
account over a period of time. The message may be sent at specific agreed 
fixed intervals or on demand, and may be sent to and, or, from trading parties, 
and, or their authorised agents. 

COMDIS Commercial dispute message 

A code to identify the commercial dispute message. 

GS1 Description: 
Message providing notice of commercial dispute against one or more invoices 
is usually raised by the buyer to notify the seller that something was found 
wrong with the goods delivered or the services rendered (goods damaged, 
delivery incomplete, delivery late, etc.). The dispute must be resolved before 
the related invoice can be settled. The message will be used to: - notify a 
dispute; - correspond about an existing dispute (structured information); - 
notify the settlement of a dispute. The message will serve at the same time as 
the dispute notice and as the dispute answer. 
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CONDRA Drawing administration message 

A code to identify the drawing administration message. 

GS1 Description: 
The message will be used for the administration of each exchange of a set of 
engineering/CAD files. It will give additional information about the files; for 
example, their nature, a list of their contents and technical information 
necessary to interpret them. The whole process of exchanging engineering or 
CAD (Computer Aided Design) files between different parties within one project 
will be supported by EDIFACT messages. The message CONDRA is one of these 
messages. 

CONTRL Syntax and service report message 

A code to identify the syntax and service report message. 

GS1 Description: 
Message syntactically acknowledging or rejecting, with error indication, a 
received interchange, functional group or message. 

CREMUL Multiple credit advice message 

A code to identify the multiple credit advice message. 

GS1 Description: 
A Multiple Credit Advice message is sent by an Account Servicing Financial 
Institution to the Account Owner or to a third party, which has agreed 
bilaterally in advance, that its account(s) has been or will be credited for 
specified amount(s) on the date(s) indicated, in settlement of the referenced 
business transaction(s). 

DEBMUL Multiple debit advice message 

A code to identify the multiple debit advice message. 

GS1 Description: 
A Multiple Debit Advice message is sent by an Account Servicing Financial 
Institution to the Account Owner or to a third party, which has agreed 
bilaterally in advance, that its account(s) has been or will be debited for 
specified amount(s) on the date(s) indicated, in settlement of the referenced 
business transaction(s). 

DELFOR Delivery schedule message 

A code to identify the delivery schedule message. 

GS1 Description: 
Message from buyer to supplier giving product requirements regarding details 
for short term delivery instructions and/or medium to long term product/ 
service forecast for planning purposes according to conditions set out in a 
contract or order. The message can be used to authorize the commitment of 
labour and materials resources. 

DESADV Despatch advice message 

A code to identify the despatch advice message. 

GS1 Description: 
A message specifying details for goods despatched or ready for despatch under 
agreed conditions. The United Nations Despatch Advice Message serves both as 
a specification for Delivery Despatch Advice and also as a Returns Despatch 
Advice message. 
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DIRDEB Direct debit message 

A code to identify the direct debit message. 

GS1 Description: 
Message sent by the creditor to the creditor's bank instructing it to claim 
specified amounts from the debtor(s) and to credit these amounts to a single 
account it services for the creditor in settlement of the referenced 
transaction(s). 

FINCAN Financial cancellation message 

A code to identify the financial cancellation message. 

GS1 Description: 
A Financial Cancellation Message is sent by the Ordering Customer (or Payor or 
Agent on behalf of the Ordering Customer) or by a third party having authority 
on the Ordering Customer's payments to the Ordered Bank to request 
cancellation of a given financial message or transaction. 

FINSTA Financial statement of an account message 

A code to identify the financial statement of an account message. 

GS1 Description: 
This message can be used to cater for various communication functions 
between financial institutions and their customers. The most frequent function 
is to provide a statement of booked items confirming entries on a customer's 
account. The message type may contain several accounts (quoted in the B- 
level). 

GENRAL General purpose message 

A code to identify the general purpose message. 

GS1 Description: 
A message to enable the transmission of textual information. 

HANMOV Cargo/goods handling and movement message 

A code to identify the cargo/goods handling and movement message. 

GS1 Description: 
Message from a party to a warehouse/distribution centre identifying the 
handling services and where required the movement of specified goods, limited 
to warehouses within the jurisdiction of the distribution centre. 

IFCSUM Forwarding and consolidation summary message 

A code to identify the forwarding and consolidation summary message. 

GS1 Description: 
Message used for consolidation purposes from a party arranging forwarding 
and transport services to the party for which the transport of the consolidated 
cargo is destined. The message can be used to exchange information 
concerning the consolidated cargo between forwarders, carriers and agents 
enabling those parties to handle the consignments included in the 
consolidation. In addition it can be used for a collection of consignments 
originating from one shipper for forwarding and transport services. 

IFTMAN Arrival notice message 

A code to identify the arrival notice message. 

GS1 Description: 
Message from the party providing forwarding and/or transport services to the 
party such as has been indicated in the contract, giving notice and details of 
the arrival of the consignment. 
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IFTMBC Booking confirmation message 

A code to identify the booking confirmation message. 

GS1 Description: 
Message from the party providing forwarding and/or transport services to the 
party booking those services giving the confirmation information to the 
booking of the consignment concerned. A confirmation might read that the 
booking of a consignment is accepted, pending, conditionally accepted or 
rejected. The conditions under which requested services take place may be 
given in this message. 

IFTMBF Firm booking message 

A code to identify the firm booking message. 

GS1 Description: 
Message from a party definitely booking forwarding and/or transport services 
for a consignment to the party providing those services. The message will 
contain the conditions under which the sender of the messages requires the 
services to take place. 

IFTMIN Instruction message 

A code to identify the instruction message. 

GS1 Description: 
Message from the party issuing an instruction regarding forwarding/transport 
services for a consignment under conditions agreed, to the party arranging the 
forwarding and/or transport services. 

IFTSTA International multimodal status report message 

A code to identify the international multimodal status report message. 

GS1 Description: 
Message to report the transport status and/or a change in the transport status 
(i.e. event) between agreed parties. 

INSDES Instruction to despatch message 

A code to identify the instruction to despatch message. 

GS1 Description: 
A message instructing a third party to despatch a delivery. 

INVOIC Invoice message 

A code to identify the invoice message. 

GS1 Description: 
Message claiming payment for goods or services supplied under conditions 
agreed between the seller and the buyer. The UNSM invoice message, with 
correct data qualification, serves also as the specification for debit note and 
credit note messages. 

INVRPT Inventory report message 

A code to identify the inventory report message. 

GS1 Description: 
Message specifying information relating to held inventories. The inventory 
report message is intended to be used in either direction between trading 
partners. 

KEYMAN Security key and certificate management message 

A code to identify the security key and certificate management message. 
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MSCONS Metered services consumption report message 

A code to identify the metered services consumption report message. 

GS1 Description: 
A metered services consumption report is a communication between trading 
parties, or their agents, providing consumption and where required associated 
technical information at a location(s) for a product(s) or service(s) where the 
supply is recorded using a meter(s). 

ORDCHG Purchase order change request message 

A code to identify the purchase order change request message. 

GS1 Description: 
Message from the buyer to the seller, specifying details of the buyer's request 
to change a purchase order. 

ORDERS Purchase order message 

A code to identify the purchase order message. 

GS1 Description: 
Message specifying details for goods or services ordered under conditions 
agreed between the seller and the buyer. 

ORDRSP Purchase order response message 

A code to identify the purchase order response message. 

GS1 Description: 
Message from the seller to the buyer, responding to a purchase order message 
or a purchase order change request message. 

OSTENQ Order status enquiry message 

A code to identify the order status enquiry message. 

GS1 Description: 
A message from a buyer or buyer's agent which requests a supplier or 
supplier's agent for information on the current status of a previously sent 
outstanding order(s). 

OSTRPT Order status report message 

A code to identify the order status report message. 

GS1 Description: 
A message by means of which a seller or seller's agent reports status 
information on an order. This may be a reply to an order status enquiry sent 
by a buyer or buyer's agent or a report as agreed between trading parties. 

PARTIN Party information message 

A code to identify the party information message. 

GS1 Description: 
Message to enable the transmission of basic information regarding locations 
and the related operational, administrative, financial, manufacturing and 
trading data. 
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PAYDUC Payroll deductions advice message 

A code to identify the payroll deductions advice message. 
 
Notes: 
1. The versions of this message which appear in message directories up to and 
including the D.99B directory are for use with Version 3 or 4 of the ISO 9735 
syntax. Versions of the message which appear in the D.00A and later 
directories shall be used only with Version 4 of the ISO 9735 syntax. 
2. This code value is retained in the Version 3 service code list for information 
purposes only. 

GS1 Description: 
Message sent by a party to a service providing organisation, to detail 
payments by payroll deductions, on behalf of employees, made to the service 
providing organisation. 

PAYMUL Multiple payment order message 

A code to identify the multiple payment order message. 

GS1 Description: 
Message sent by the ordering customer (or payor or agent on behalf of the 
ordering customer) to the ordered bank, to instruct the ordered bank to debit 
an account it services for the ordering customer, and to arrange for the 
payment of specified amounts to several beneficiaries (or payees) in 
settlement of the referenced business transaction(s). 

PRICAT Price/sales catalogue message 

A code to identify the price/sales catalogue message. 

GS1 Description: 
Message to enable the transmission of information regarding pricing and 
catalogue details for goods and services offered by a seller to a buyer. 

PRODAT Product data message 

A code to identify the product data message. 

GS1 Description: 
A product data message is a communication between parties containing master 
data, to identify and describe products available for supply or for information 
purposes. This information of long validity does not include commercial terms 
and conditions but technical and functional product descriptions. 

PROINQ Product inquiry message 

A code to identify the product inquiry message. 

GS1 Description: 
A message enabling the sender to inquire on a product or group of products 
from a master product catalogue or file according to criteria defined in the 
message. 

QALITY Quality data message 

A code to identify the quality data message. 

GS1 Description: 
Message to enable the transmission of the results of tests performed to satisfy 
a specified product or process requirement. The content includes, but it is not 
limited to, test data and measurements, statistical information, and the testing 
methods employed. 
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QUOTES Quote message 

A code to identify the quote message. 

GS1 Description: 
Message which provides potential sellers with the ability to provide price, 
delivery schedule, and other conditions for potential sales of goods or services. 

RECADV Receiving advice message 

A code to identify the receiving advice message. 

GS1 Description: 
This message is to address the business needs related to the goods receipt. 
This message is used to report the physical receipt of goods. The message 
allows for the reporting of discrepancies in products, quantities, terms, 
packages, etc. 

REMADV Remittance advice message 

A code to identify the remittance advice message. 

GS1 Description: 
Message which provides a detailed accounting relative to a payment, or other 
form of financial settlement, on a specified date for the provision of goods 
and/or services as detailed in the advice. 

REQOTE Request for quote message 

A code to identify the request for quote message. 

GS1 Description: 
Message which provides potential buyers with the ability to solicit price, 
delivery schedule, and other conditions from potential sellers of goods or 
services. 

RETANN Announcement for returns message 

A code to identify the announcement for returns message. 

GS1 Description: 
Message announcing returns. 

RETINS Instruction for returns message 

A code to identify the instruction for returns message. 

GS1 Description: 
Message instructing on returns. 

SLSFCT Sales forecast message 

A code to identify the sales forecast message. 

GS1 Description: 
Message to enable the transmission of forecast data related to products or 
services, such as corresponding location, period, product identification, pricing, 
monetary amount, quantity, market sector information, sales parties. It 
enables the recipient to process the information automatically and use it for 
production, planning, marketing, statistical purposes, etc. 
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SLSRPT Sales data report message 

A code to identify the sales data report message. 

GS1 Description: 
Message to enable the transmission of sales data related to products or 
services, such as corresponding location, period, product identification, pricing, 
monetary amount, quantity, market sector information, sales parties. It 
enables the recipient to process the information automatically and use it for 
production, planning, marketing, statistical purposes, etc. 

TAXCON Tax control message 

A code to identify the tax control message. 

GS1 Description: 
A message to enable the transmission of information related to the tax details 
of an invoice, or a batch/batches of invoice messages. 
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UNA:+.? ' 

UNA:+.? ' 

UNB+UNOA:3+4012345000009:14+4000004000002:14:4000004000099+021013:1043+1 

2345555+REF:AA++A+1+EANCOM-DISI+1' 

UNB+UNOA:3+5412345678908:14+8798765432106:14+020102: 
1000+12345555+++++EANCOMREF 52' 

UNG+INVOIC+4012385946284:14+4356891275349:14+021013:1040+471123+UN+D:01B 

:EAN010+PASSWORT' 

UNG+INVOIC+5412345678908:14+8798765432106:14+020102:1000+471123+UN+D: 
01B:EAN010' 

UNH+ME0001+INVOIC:D:01B:UN:EAN010' 

UNT+2+ME0001' 

UNE+1+471123' 

UNE+25+471123' 

UNZ+1+12345555' 

UNZ+5+12345555' 

 


